Acetate tape Specifications
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H H H H H H H H H H H Dielectric Withstanding Voltage:500VAC
L Contact Resistance:20mQMax.
S Operating Temperature:—=40'C to +105°C
= ’:::izgiggg Materials .
0 0% Contact Material:Phosphor Bronze
% Insulator Material:
U U U U U U U U U U U Nylon(High temperature resistance),
LCP(High temperature resistance),
UL 94v-0
All materials must meet Greenconn
hazardous substances control standards.
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CSFC204 — XX XX X XXX C 1 S X 15 28.00 50.40
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P‘Os.ﬁc specifications Positioning column information Cg\or : 1/ 52.00 54.40
;i%mg“e row Water code A=No locating post ;;a}ﬁié iichg;g code 18 34.00 56.40
B;T;SS rroov\vlv B=Round post Pin length 3=Yellow B=Tray 19 56.00 58.40
4=Quadruple ‘C:Squore post See the drawing E=Beige C=Tube 20 38.00 40.40
g‘fﬁ%gn code Contact Material (D;:sze(i{Rtee\ T Tub 21 40.00 4240
. - =Acetlate ape upe . °
No- of Pins Je Ro¥ 02=Gold Flash Insulotor Material ~ A/S/K/T=Phosphor Bromze 1, 00, 02 1o TapeaReel 22 42.00 £4.40
0225 05=Gold Flash/Tin R=Nylon(Halogen Free) 23 44 00 16.40
22=Matte Tin C=LCP : -
24 46.00 48.40
25 48.00 50.40
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